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Scoreboard Specifications

 

Overall size: 2'8" (W) x 2'8" (H) x 6" (D)

Approximate Weight: 42 lbs

 

14" LED Digits (SHOT CLOCK TIME)

7" LED Digits (GAME TIME)

 

All LED digits include the following:

*Shatter Resistant Lexan cover

*Conformal coating to protect from environmental conditions

*Surface Mount Technology LEDs allowing for 

wide viewing angle

REVISION HISTORY

REV DESCRIPTION DATE AUTHOR

A INITIAL DESIGN

6/29/2021

M.LI

B UPDATED DIGITS

1/29/2024

ELeClair

C UPDATED WEIGHT 2025-02-24 WVM

ELECTRICAL SPECIFICATIONS

 

Electrical Ratings:

- AC Mains Voltage/Freq: 120VAC (+/-10%) 1 Phase, 2 Wire / 60Hz. 

Requires an earth ground connection.

 

- Nominal AC Current: 2.9 Amps

 

- AC Current Rating of Fuse or Circuit Breaker within SB: 5 Amps

 

Incoming AC Mains (Power Cord) and Data Location: 

On the RIGHT SIDE of the Scoreboard.

 

Overcurrent Branch Circuit Protection supplying the scoreboard 

to be determined by customer in accordance 

with all local electrical codes.
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Scoreboard Specifications

 

Overall Size: 2'-8" (W) x 2'-8" (H) x 6" (D)

Approximate Weight: 76 lbs

 

14" LED Digits (SHOT CLOCK TIME)

7" LED Digits (GAME TIME)

 

All LED digits include the following:

*Shatter Resistant Lexan cover

*Conformal coating to protect from environmental conditions

*Surface Mount Technology LEDs allowing for 

wide viewing angle

Electrical Specifications

 

Electrical Ratings: 

- AC Mains Voltage/Freq: 120VAC (+/-10%) 1 Phase, 2 Wire / 60Hz.

Requires an earth ground connection.

 

- Nominal AC Current: 2.0 Amps

 

- AC Current Rating of Fuse or Circuit Breaker within SB: 5 Amps

 

Incoming AC Mains (Power Cord) and Data Location:

On the RIGHT SIDE of the Scoreboard.

 

Overcurrent Branch Circuit Protection supplying the scoreboard to be 

determined by customer in accordance with all local electrical codes.
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