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LPAS6B AutoGen programming

Parts Required
e Install the latest AutoGen program
e LPAS56B must be powered and have a serial or USB to serial connection to the computer
e A serial communication cable (OES part #: AUOO8A)
e USB to serial convertor (AUOO3A)
e Firmware version to be installed, example “LPA56Be_29Apr09.5”

Released versions
1. Released: February 24, 2022
Firmware: LPA56Bf_17Junl1l3 Software: WireScan.NET v2.2.7.2
Framework: .NET 2.0 (SP2) Windows: XP, W7, W8, W10

Updates:
- Changed installer for Windows 10.

2. Released: April 7, 2016
Firmware: LPA56Bf_17Junl1l3 Software: WireScan.NET v2.2.6.4
Framework: .NET 2.0 (SP2) Windows: XP, W7, W8
Updates:
- Added ability to change the default tolerances and save, see manual Appendix for
instructions.

3. Released: June 17, 2013
Firmware: LPA56Bf_17Junl1l3 Software: WireScan.NET v2.2B
Framework: .NET 2.0 (SP2) Windows: XP, W7, W8

Updates:
- Added conductor area algorithm to improve multiple cut strand detection.

4. Released: June 17, 2013
Firmware: LPA56Bf_17Junl3 Software: WireScan.NET v2.1f
Framework: .NET 2.0 (SP2) Windows: XP, W7, W8

Updates:
- Improved Double wire capability.

5. Released: October 1, 2012
Firmware: LPA56Be_010ct12 Software: WireScan.NET v2.1k
Framework: .NET 2.0 (SP2) Windows: XP, W7, W8

Updates:
- Added Ready Output

- Added security to adding/deleting devices
- Added preconfigured 1/O settings for Megomat 3300ED/U and ShinMaywa TRD401.

6. Released: April 29, 2009
Firmware: LPA56Be_29Apr09 Software: WireScan.NET v2.1d
Framework: .NET 2.0 (SP2) Windows: XP, W7, W8

Updates:
- Added Partial Strip mode

- Added mirror/invert image in the pop-up window.
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Instructions
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1. Install AutoGen.NET on your computer. Then select the AutoGen.NET Programmer ICON

on your desktop.

i

AutoGen....

2. The AutoGen software will open, and you will need to select the correct firmware

matching the correct WireScan version. See release versions on previous page.

i System  View & Help

|
| Firmware File

L] Open...

Connection Target
Serial Port v COM5 v
Progress

00000700000

AutoGen (v1.8.3.1) started at 1:45:11 PM (09-Aug-22)

3. Use the latest version of the AutoGen programmer.
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4. Select the correct communication port. This can be USB or Serial Port connection.

Connection Target

Serial Port ~ | COMS
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5. Select the latest firmware file provided
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¥¥ Autogen.NET
| System  View & Help

Firmware File

|LPAS6Be_29Apr09.5

6. Make sure the settings are ¢

ngle_A

r- LPA

Laser Profile Analyzer - LPAS6 L] Open ...
Connection Target
Serial Port v COM5 v
Progress
00000700171
~start || X Close

orrect.

AutoGen (v1.8.3.1) started at 1:32:39 PM (09-Aug-22)

File: LPAS6Be_29Apr09.S:
Verified as OK!

| Autogen Settings

Send Timeout
Receive Timeout
Pause Timeout
Start Command Timeout 5
Error Retry
Auto-Detect Power

Send Expert Command

Program by Address

7. When you are confident you have selected the correct firmware and settings for your

LPA56B, select “Start”

% Autogen.NET
|3 System  View & Help

Firmware File

|LPASGBe_29Apr09.5

Laser Profile Analyzer - LPAS6

Connection Target

Serial Port +~ COM5

Progress

Start

Estimated 8 second(s) remaining ...

L] Open ...

00014700171
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File: LPAS6Be_29Apr09.5:

Verified as OK!

Programming initiated at 1:57:14 PM (09-Aug-22)
File: LPAS6Be_29Apr09.5

Device: Laser Profile Analyzer - LPAS6

Expert Mode is OFF

Serial Port = COM5

Sent start command: UG
Programming mode is set.
Erasing program...
Programming...
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8. When AutoGen finishes select OK.

(€2 /
i System  View & Help

Firmware File
LPA56Be_29Apr09.S

‘ Laser Profile Analyzer - LPAS6 Ll

Connection Target

Serial Port COM5

Progress

00171700171

Estimated 1 second(s) remaining... .~

9. Close the AutoGen programmer.
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Sent start command: UG |
Programming mode is set. 1
Erasing program...

Programming...

Programming completed at 1:57:27:PM

Records: 00171/00171

.- 1
’0/ Firmware was updated successfully! (

5| System

Firmware File

s

10. Connect your LPA56B to the correct version of WireScan.

¥ WireScan.NET - [LPA - COMS [1]]
[E] 4 File
- "

IMAGE 1
Learn -

#Tools & View

Windows & Help

- Profile -
Setup
View -~

il Clear -~
Zoom

1 Name

Logging

* Start -~

[ Hold

Seal position (mm)
Seal width (%)
Wire position (mm)
Strip length (mm)

Seal presence jorientation

Seal position
Seal width
Wire posity

Strip lengt Direct Ethernet ..

3 CoMs |
Transmit  Receive |#® Connection -] I Logging: Off

Current Profile:  None

Current User: default ection |
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