
 

NOTE:  
OES is committed to supporting our customers by continuously improving our products with new features and enhancements to 
advance the product performance in the production environment. These new product versions are made available to our 
customers following extensive testing and validation to ensure reliable performance. Since we cannot replicate the production 
environment it is recommended that the customer validate the new version for performance specific to your machine, process, and 
production environment to ensure this new release meets performance expectation. 
 

 
 

Product specifications and related information subject to change without notice. 
 

The information in this file is to be considered ‘CONFIDENTIAL’ and subject to the relevant terms and conditions of all 
agreements in place between OES Inc. and the recipient’s company. If you are not the intended recipient of this information, you 

are hereby notified that any use or disclosure of any information in this file is prohibited. 

 

LPA56B+ Product Revisions 

 
Released: February 24, 2022 
Firmware: LPA56Bf_17Jun13 Software: WireScan.NET v2.2.7.2 
Framework: .NET 2.0 (SP2) Windows: XP, W7, W8, W10 
Updates:  - Changed installer for Windows 10. 
 
Released: April 7, 2016 
Firmware: LPA56Bf_17Jun13 Software: WireScan.NET v2.2.6.4 
Framework: .NET 2.0 (SP2) Windows: XP, W7, W8 
Updates:  - Added ability to change the default tolerances and save, see manual Appendix for instructions. 
 
Released: June 17, 2013 
Firmware: LPA56Bf_17Jun13 Software: WireScan.NET v2.2B 
Framework: .NET 2.0 (SP2) Windows: XP, W7, W8 
Updates:  - Added conductor area algorithm to improve multiple cut strand detection.  
 
Released: June 17, 2013 
Firmware: LPA56Bf_17Jun13 Software: WireScan.NET v2.1f 
Framework: .NET 2.0 (SP2) Windows: XP, W7, W8 
Updates:  - Improved Double wire capability. 
 
Released: October 1, 2012 
Firmware: LPA56Be_01Oct12 Software: WireScan.NET v2.1k 
Framework: .NET 2.0 (SP2) Windows: XP, W7, W8 

Updates:  - Added Ready Output 

- Added security to adding/deleting devices  

- Added preconfigured I/O settings for Megomat 3300ED/U and ShinMaywa TRD401. 

 
Released: April 29, 2009 
Firmware: LPA56Be_29Apr09 Software: WireScan.NET v2.1d 
Framework: .NET 2.0 (SP2) Windows: XP, W7, W8 

Updates:  - Added Partial Strip mode 

- Added mirror/invert image in the pop up window.  
 


